Switch Inspection Report/ Annual

Yard [GCKAWESEN wo# 2158436

Page 1 of 3

Date: e 5 Inspection Crew { *_{ / c/g : 4 f/ 7 (2
1 Location 22 Standard Joints
2 Switch I.D. # 131A G)Y R NA
3 Facing Y4 Trailing 23 Switch Plates
Y R N/A
Rail Points 24 Adjustable Braces
4 Pointto Point S/ Y R N/A
5 Point Condition 25 Non-Adjustable Braces
©v R S YR @
6 Point Throw, nothing less than 4 3/4 inches Switch Rods
N R 5 3 26 Front Rod
7 Point Opening 7 Y R N/A
N R__5 Yy 27 #1 Rod (Basket Rod)
8 Fit &Y R NA
YR 28 #2 Rod
9 General Condition of the Points @ Y R N/A
S YR 29 #3 Rod
Gage SYR @
10 Heel of Switch 30 #4 Rod
a) Main S'G”;[ SYR Y
2) Turnout ’g 31 Glosure Rail
11 Gage ahead of Bend__S$¢ & Y R N/A
Must not be less than 56 inches or 32 Surface of Switch
more than 57 inches for "S" /Y R N/A

12 Heel Spread in Inches
a) Turnout__ b /€

a)Main__b 2

Stock Rail
13 Bend
(S& R
14 Condition
i__S) YR

Bolts
15 Loose___ 0 NIA
16 Missing 7 NIA

Rivets (Huck Bolts)
17 Loose 12 N/A

18 Missing__ ) N/A
19 Cotter Pins missing N/A

9 Jam Nuts Logse N/A
-1 Washers @ Broken 0 Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

sing a 62' cord

S= Up to 1" Max allowed Speed

Y=1"to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service

33 Head Block ties
YR
34 Switch Adjustments
Yes
brication

(o

36 Switch Target / Lamps

OK Missing @

37‘La ches
(OK Broken___Missing

38 Locks

OK Broken___ Missing____

é,//ﬁ’//

39 General Condition
@ YR
40 Ipsulated Joints
YR



Frog Inspection Report/ Annual

Yard |NEECKIWESEN wo # 2158436

Date: Inspection Crew:
41 Location Turnout Ties
42 Switch IL.D. # | 131A 58 Condition
43 Facing % Trailing @ YR
44 Frog Trea SY R 59 Rail Movement

Y R &Y R
45 Frog # Lo Tie Plates
46§rog Point Condition S%ead

YR

47 Condition of Frog
&Y R
48 Surface of Frog
Y R

-y M
49 Throatin Inches___ . &
50 Flangeway Depth 1?7y
Flangeway Depth must not be less than 1 1/2"

Gage Sy
51 Main Track__ 26 72

2 Turmnout Track___5& 779
Gage must not be less than 56" any Class

Guard Raijls )
53 Guard Rail Gage N R_SY 7
Guard Rail Gage nust he less than 54 3/8"
54 BacktoBack N R_52 "2

Back to Back must be less than 53 1/8"
54 Condition
R
55 Location of Guard Rail (Relation to Point)
YR

Guard Rail Clamps

S%am Track

57 Turnout Track
YR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

amarks on page 3

61Gurad Rail Flangeway /

YR N N R VN
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

Y R

63 Frog Plates

JY R
Bolts
64 Loose o N/A
65 Missing (7] N/A
Rivets (Huck)
66 Loose %4 N/A
67 Missing ¢/ N/A
68 Nuts Missing (74 N/A

69 Cotter Pins Missing N/A
70 Washers @(/Broken L Missing

71 Hold Down Devices
(S Y R NA
72 Spring Housing
S YR NA
73 Derails

S YR Q@

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

OK Difference

75(§ondition of Line thru entire turnout

Y R
&7

Page 2 of 3



Page 3 of 3
Remarks
Date : Yard: [SNEBSSH Switch# 131A wo# 2158436

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:




Work Order Tracking (Tr)

Work Order Tracking (Tr)

rind Work Order ‘v + Select Action qﬁ‘ I-ir:jea
List ; Work Order Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan
Work Order: 2187560 METRO MOW ANNUAL SWITCH INSPECTION
Classification: MTA \ METRO E2s
Classification Description: MTA - METRO
Asset: 1243426 27 METRO MOW SWITCH 151 WABASH YD Trk 11 EAST Lt
Alias: WAB151
Location: CMWABYARC > Chain Marker Wabash Yard
Work Location: P
% Work Type: PM Lo,
Status: APPR
Status Date: 11/28/15 07:30:05 AM
Reported By: MTACRON
Phone:
Reported Date: 11/23/15 04:13:22 AM E'xm
On Behalf Of:
Consist: by
JAsset Details
Year:
Manufacturer:
Model:
Serlal #:
Type: FLEET ' Fleet Assets
Status: OPERATING Operating
Asset Condition:
Address Information
Service Address: City:
Formatted Address: State/Province:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=2205 &csrftoken=vppgnrrl 1tf...

Page 1 of 1

&

Tomeis (1) GoTi

]

il

Log Failure Reporting

11/28/2015



Switch Inspection Report/ Annual Page 1 of 3

Yard WO# 2187550
Date: 11/28/156 Inspection Crew A. Jefferson, J. Chase, R. Nelson
1 Location___ 22 gtandard Joints
2 Switch I.D. # 151 é Y R NA
3 Facing Trailing 23 Switch Plates
Y R N/A
Rail Points 24 Adjustable Braces
4 Pointto Point__, 5/ 74 (DY R NA
5 Point Condition 25 Non-Adjuﬁﬁ Braces
@Y R SYR
6 Point Throw nothing less than 4.3/4 inches Switch Rods
N___HJVA R A 7R 26 Front Rod __
7 Point Openi g . S Y R
N___47% R i 4 27 #1 Rod (Basket Rod)
8 Fit (SYR NA
R 28 #2 Rod
9§enera| Condition of the Points EY R NA
Y R 29#3 Rod _
Gage S Y RNA
10 Heel of Sw'}h , 30 #4 Rod
a) Main : géé SYR
a) Turnout .zé 31 Closurg Rail
11 Gage ahead of Bend 2 / S Y BINA
Must not be less than 56 inches or 32 Surface of Switch
more than 57 inches for "S” é\' R N/A
12 Heel Spread in Ip hes sing a 62' cord
a) Turnout y S= Up to 1" Max allowed Speed
a) Main L Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
1 5end 33 H ad Block ties
SSY R
14 Caondition 3&_S/Wllch &d stments
S R Yes
35 Lybrication
Bolts Dry
15 Loose O na 36 Switch Target / Lamps. |-
16 Missing N/A OK Missing { N/A A
37 Latches
Rivets (Huck Bolts) OK- Broken___Missing
17 Loose N/A 3%
18 Missing Q N/A O gp Broken___ Missing
19 Cotter Pins missing N/A 39 General Condition
9 Jam Nuts L C’ N /. SYR
<1 Washers @ Broken Missing 40 Tnsulated Joints
[S)Y R

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog inspection Report / Annual

Yard

Page 2 of 3

WO # 2187560

A. Jefferson, J. Chase, R. Nelson

Date: 11/28/15 Inspection Crew:
41 Location Wabash Yard
42 Switch I.LD.#__ 151
43 Facing Trailing
44 Frog Tread N S/Y R
=
45 Frog #
46 Frog Point Condition
S/YR
47 Condition of Frog
S XY R

48 Surface of Frog
(8)Y R

o
49 Throatin Inches 2/~
50 Flangeway Depth 20
Flangeway Depth must not be less than 1 1/2"

Gage !
A1 Main Track J_’)'_é A?
2 Turnout Track 4 //R
Gage must not be less than 66" any Class

Guard Rails
53 Guard Rail Gage N R

Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N R

Back to Back must be less than 53 1/8"
54 Condition

SR

55 Location of Guard Rail (Relation to Point)
S XR—

Guard Rail Clamps

56 Main Track

W\
57 Turnout Tracl

&Y R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y
amarks on page 3

Turnout Ties
58 Condition
YR
59 Rail Movement
YR
Tie Plates
60 Lead
R
61Gurad Rail Flangeyay
SYR N_"/A R g
Guard Rail Flangeway can be less than 1-1/2"

62 Guard Rail es

63 Frog Plates
B R

Bolts S
64 Loose N
65 Missing (NIA/
Rivets (Huck)

66 Loose & N/A
67 Missing . NIA
68 Nuts Missing L7 NIA

69 Cotter Pins Missing (NIA p)
70 Washers (OK- Broken Missing

71 Hold Down Devices
Y R N/A
72 Spring Houei
SYR
73 Derails
SYR

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

0’ heyond last long tie
(@] Difference

75 éondition of Line thru entire turnout
Y R



Page 3 of 3

Date : _ 11/28/15 Yard: IR Switch# 151 wo# 2187550

7 7 _ - ——
/ ‘% A’ff/ rod e <7 s'T%'-* ] /’A’// s %’ﬁda’/ ” /‘? ﬂz‘//z.»'/'z/c”//
S/ LR

_Z/ 4 /z///ty ¢ o/ (‘*/;4 e/ e //zv/ /a’:f =27 S .;f;,’z‘f’c; el e

. : . 77 — 4 7
Al /7;?/4-’-2?//;'7‘ ,42.7_5’ % Sy de Q)T o8 72‘:‘"/.*4"&-7/ Croe

o /z/@//} 7

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance
Y Attention needed

R Immediate attention required or Out of Service Reviewe




Work Order Tracking (Tr)

Work Order Tracking (Tr)

@

Page 1 of 1

Find Work Order N - - Sefect Action : S PG
List Work Order Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log
Work Order: 2187532 METRO MOW ANNUAL SWITCH INSPECTION
Classification: MTA A\ METRO 2
Classification Description; MTA - METRO
Asset: 1243434 2# METRO MOW SWITCH 167A WABASH YD TRK 1 WEST
Allas: WAB167A
Location: CMWABYARL ~r Chain Marker Wabash Yard
Work Locatlon: b

4 Work Type: PM '

Status: APPR

- Status Date:
Reported By:
Phone:

Reported Date:

On Benhalf Of:
Consist:
JAsset Detalls
Year:
Manufacturer;
Model:
Serlal #:
Type: FLEET

Status: OPERATING

Asset Condllon:

Address Information

Service Address:

Formatted Address;

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=2205&csrftoken=vppgnrr1 1ttf...

11/28/15 07:27:44 AM
MTACRON 2

11/23/15 04:13:11 AM LM
>

& ' I

'.!, Fleet Assets

Qperating

City:

State/Province;

(1) » GO Tt

A
7
[

Failure Reporting

11/28/2015



Switch Inspection Report/ Annual

— Yard

Date: 11/28/15 Inspection Crew

1 Location
2 Switch I.D. # 167A
3 Facing Trailing

Rail Points
4 Point to Point
5 Point Condition
Sy
6 Poin hrow, nothing less than 4 3/4 inches

N__ 458 R 78

7 Point Opemng
N Z R I
8 Fit

@G)eneral Condition of the Points

G_q_

10 Heel of Switch
a)Main__ 0 /
3) Turnout___ .5/ %

11 Gage ahead of Bend_._S Z‘?ﬁ
Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in Inches
a) Turnout > &
ayMain___ -7

Stock Rail
13 Bend
YR
14 C dmon. O
S(YR .4~

Bolts y
156 Loose A NIA
16 Missing___ () NIA

Rivets (Huck Bolts)

17 Loose /. NIA

18 Missing N/A

19 Cotter Pins missing }_’ N/A

“1Jam Nutst};se N/A
O B

-+ Washers roken_____Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Wwo# 2187532

A. Jefferson, J. Chase, R. Nelson

22 Standard Joints

(yv R N/A

23 Switch Plates

('S’Y R NIA

24 Adjustable Braces
“SY R NA
Non-Adjustable Braces
S Y R(NA~

Switch Rods

26 Front Rod
S Y R(NIA

27 #1 Rod (Basket Rod)

R N/A

28 Rod
Y R N/A
29 #3 Rod
SYR @

S Y R €A
31 Closure Rail
S Y(R_N/A
32 Syrface of Switch
Y R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
Y R
34 Switch Adjustments
Yes (_,o)
35 Lubrication
OK Dry
36 B’wnch Target/Lamps
OK Missing « N/A )
37 Latches
(OK Broken___Missing___
38 Logks
._ Broken___Missing____
39 General Condition
,-}’"65 YR
40 Insulated Joints

Page 1 of 3



Frog Inspection Report/ Annual

WO # 2187532

A. Jefferson, J. Chase, R. Nelson

Yard _ Track 1 West
Date: 11/28/15 Inspection Crew:
41 Location :
42 Switch 1.D. #___ 167A

43 Facing Traili g
44 Frog Tread N
s@R

45 Frog #
46 Frog Point Condition

S(YR
47 Condition of Frog

s(Yr

48 Qurface of Frog
Y R

-1
49 Throat in Inches ey
50 Flangeway Depth X
Flangeway Depth must not be less than 1 1/2"

Gage ’
51 Main Track JL =
2 Turnout Track sV
Gage must not be less than 56" any Class

Guard Rails W /
53 Guard Rail Gage N e
Guard Rail Gage nust b e jess than 54 3/8"
54 Back to Back »Np RN
Back to Back must be less than 53 1/8"
54 Condition
SR
55 Location of Guard Rail (Relation to Point)
S¥R—
Guard Rail Clamps
56 Main Track
S rRrR
57 Turnout Track
SYR__.-

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y
‘marks on page 3

Turnout Ties
58 Condition
SR
59 Rail Movement
SJ)¥Y R
Tie Plates
60 Lead
(DY R
61Gurad Rail Flangeway
~&¥-R— N__ "/ R "/
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates
SR
63 Frog Plates
R

Bolts
64 Loose / N/A
65 Missing C’  NIA

Rivets (Huck) ——

66 Loose NI
67 Missing ___(NiRD
68 Nuts Missing [ N!A
69 Cotter ngcué }sgmg gﬁua.

70 Washers roken Missing

71 Hold Down Devices
’SX R NIA
Spring Housing
SYRNA
73 Derails

S Y R

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

50’ beyond last long tie
Difference_
75 Condition of Line thru entire turnout
YR

Page 2 of 3



Page 3 of 3

Remarks _
Date : _ 11/28/15 Yard: [NERREEH Switch# 167A wo# 2187532
I L Sorn o Covrve of rowe 7o 7 s 77 Gepfegiear.

Zy/ﬁ///7f/a/_,574,/4// Eﬁ/{/ﬁ////u_} D /‘///4’ t o EC L,

LZ/CQ/U(‘)L/(_ éf[//r /79///7,_; 0 Serz jé_,/fdf

/-? 7z P F
Ly dd 7 ﬁ’&?\/‘?’ AZE sroe LT F

/(//r}(,d /7// '#/ ,/,‘Tt'_' (/ " //25 Z {;ﬁiw/u"f/éf_{!

@rd 2a? e riciiie

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed py:

Ll




Work Order Tracking (Tr)

Work Order Tracking (Tr)

\

-

Page 1 of 1

Find Work Order v + Select Action e
List Work Order Plans Actuals Actlvities Measurements Axle Configuration - Related Recards Safety Plan
Work Order: 2187558 METRO MOW ANNUAL SWITCH INSPECTION
Classification: MTA \METRO 7
Classification Description: MTA - METRO
Asset: 1243393 2* METRO MOW SWITCH 169 WABASH YD TRK2WEST 1 !
Alias: WAB169
Location: CMWABYARL 2» Chain Marker Wabash Yard
Work Location: b7
# Work Type: PM .4
Status: APPR
Status Date: 11/28/15 07:31:18 AM
Reported By: MTACRON
Phone:
Reported Date: 11/23/15 04:13:32 AM L2,
On Behalf Of:
Consist: 2
Asset Detalls
Year:
Manufacturer:
Model:
Serlal #.
Type: FLEET - Fleet Assets
Status: OPERATING Operating
Asset Condition:
Address Information
Service Address: City:
Formatted Address: State/Province:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=2205&csrftoken=vppgnrr1 1ttf...

Bumetins: (1) Go Tt

4

Log Failure Reporting

11/28/2015



Switch Inspection Report/ Annual

vard [NFEGRZMVESEN] wo# 2187858

A. Jefferson, J. Chase, R. Nelson

Date: 11/28/15 Inspection Crew
1 Location

2 Switch |.D. # 169

3 Facing Trailing

Rail Points ,
4 Pointto Point . </ /L
5 Point Condition )

Y R

6 Point Throw, nothlng less than 4 3/4 inches

N___ V7 R «78
7 Point Openij
N 578 R SR

8 Fit

SR
QQeYneral Condition of the Points
SYR

Gage
10 Heel of Swntch

a) Main 554
a) Turnout _5 7. /¥
11 Gage ahead of Bend__ 5207

Must not be less than 56 inches or
more than 57 inches for "'S"

12 Heel Spread in Iln hes
a) Turnout é ;é
ayMain___ ([, 7F#

Stock Rail

13 Bend
YR

14 Condition
YR

Bolts -
15 Loose & N/A
16 Missing N/A

Rivets (Huck Bolts)
17 Loose N/A

18 Missing 1) N/A
19 Cotter Pins missing___ &) N/A
"9 Jam Nuts Logse & N/A

. Washers OK  Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints

2@ Y R N/A
Switch Plates

)Y R N/A
24 Adjustable Braces

ﬁ;v R N/A
2 Non-AdJustabIe Braces

SY R NA.
Switch Rods
26 Front Rg
SY RC;TAP
27 #1 Rod (Basket Rod)
éY R N/A
28 Z? Rod
S)Y R N/A
29#3 Rod . ..
SY R(_jA/

30 #4 Rod
SYR

31 Closure Rail
Y R N/A
32 Surface of Switch

S Y R NA

Using a 62' cord

S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH

R=11/2"to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service

33 Head Block ties
E’sjv R
34 Switch Adjustments
Yes (
35 Lubrication
OK’ Dry

36 Switch Target / Lamps
OK Missing C N/Aa

37 Latches
éyj Broken___ Missing
38 Locks

LOK Broken___Missing
39 General Condition
Y'Y R
40 Ingulated Joints
o

Page 1 of 3



Frog Inspection Report/ Annual

Date: 11/28/15 Inspection Crew:

WO # 2187558

A. Jefferson, J. Chase, R. Nelson

41 Location

42 Switch |.D.#___| 169

43 Facing Trajling

44 Frog Tread N %Y R
R YR

45 Frog # Q

4%rog Point Condition

47 Condition of Frog
£y R

48 Surface of Frog
Y R

/ )
49 Throat in Inches “ fﬂ’
50 Flangeway Depth a7
Flangeway Depth must not be less than 1 1/2"

Gage ey
51 Main Track YA
: Turnout Track S B
Gage must not be less than 56" any Class
Guard Rails /
53 Guard Rail Gage N__ /% Ay

Guard Rail Gage nust b ss than 54 /"
54 BacktoBack N

Back to Back must be Iess than 53 1/8"
54 Condition

~NSY-R——
55 Location of Guard Rail (Relation to Point)
—5¥-R—
Guard Rail Clamps
56 Main Track

SR
57 Turnout Track

S¥R—--

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

:marks on page 3

Turnout Ties
58 Condition

(SY R
59 Rail Movement
@ YR
'E'Te Plates
60 L ead
YR
61Gurad Rall FIa 7way

Guard Rail Flangeway can be Iess than 1-1/2"
62 Guard Rail Plates

&R

63 Frog Plates

X R

Bolts —y
64 Loose (N(A-
65 Missing \w
Rivets (Huck)
66 Loose O N/A
67 Missing T2 NIA
68 Nuts Missing & N!A_
69 Cotter Pins Mis‘;ang 4@\1#3,
70 WasherS(OK roken_____ Missing_____
71Jdoild Down Devices
& Y R N/A
72 Spring Housing
" SYR
73 Derails -

S Y R(N/

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

50’ beyond last long tie
Be) Difference

75 éondition of Line thru entire turnout
Y R

Page 2 of 3



Page 3 of 3
Remarks

Date : _ 11/28/15 Yard: |NEIERE Switch# | 169 = wos# 2187558

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:




Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order v

List Work Order Plans

Work Order:
Classification:
Classification Description:
Asset:

Alias:
Location:
Work Location:
# Work Type:
Status:

Status Date:
Reported By:
Phone:

Reported Date:

C;Z) Page 1 of 1

« Select Actlon

Actuals Activities Measurements Axle Configuration
2187546 METRO MOW ANNUAL SWITCH INSPECTION
MTA\METRO
MTA - METRO
1243435 22 METRO MOW SWITCH 187B WABASH YD TRK 2 WEST
WAB167B

CMWABYARL »» Chain Marker Wabash Yard

Z
FM
APPR
11/28/15 07:28:50 AM
MTACRON

11123115 04:13:20 AW [50.

On Behaif Of:
Consist: o
/Asset Detalls
Year:
Manufacturer:
Mode!:
Serial #:
Type: FLEET ‘.4 Fleet Assets
Status: OPERATING Operating
Asgset Condition:

Address Information

Service Address:

Formatted Address:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=2205&csrftoken=vppgnrr11ttf...

Related Records

Safety Plan

City:

State/Province:

BmEhs: (1) GoTi

Log Fallure Reporting

11/28/2015



Switch Inspection Report/ Annual

vard [INFEEK2WESEN| wou 2187546

Date: 11/28/15 Inspection Crew
1 Location

2 Switch 1.D. # 167B

3 Facing Trailing

Rail Points )
4 Point to Point 4~/ //
5 Point Condition
S(Y/R
6 Point Throw othing less than 4 3/4 inches

N___ 54 R__ Y
7 Pomt Openlng 5/
-.__,,{' v R \_/—)/ 5

(o]

Flt

E;)Y R
9 Gen er al Condition of the Points

e "

10 Heel of Switch
a) Main___. 2/ /

a) Turnout I / / /

11 Gage ahead of Bend__ & /7%
Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in I hes

a) Turnout ) /o
a) Main /4

Stock Rail

13 Bend
éY R

14 Condition.
)

Bolts
15 Loose D N/A
16 Missing N/A

Rivets (Huck Bolts
17 Loose ( N/A
18 Missing N/A

19 Cotter Pins missing [) N/A
VYJam Nuts Loose_ L7 N/A
e Washers(0

Remarks on Page 3
JBW/WEM Mod. 09-15-08

A. Jefferson, J. Chase, R. Nelson

Broken____ Missing

22 Standard Joints
8 Y R NA

23 Switch Plates

@ Y R N/A

24 Adjustable Braces

é‘s Y R N/A
Non-Adjustable Braces

SY R(ﬂL&/
Switch Rods

26 Front Rod_—

S Y @
27 #1 Rod (Basket Rod)
8OY R NIA

28 #2 Rod
Y R N/A
3 Rod

SYR@

30#4 Rod ...
S YR -
31 Closure Rail
S YCR/N/A
32 Surface of Switch
[SjY R N/A
sing a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
i
34 Switch Adjustments
Yes (No
35 Lubrication
(oK’ Dry
36 Switch Target / Lamps—~~ )
OK Missing C NA

37, es
Broken___Missing____
38 Logks

Broken___ Missing____
39 General Condition
YR
40 Insulated Joints
s

Page 1 of 3



Frog Inspection Report/ Annual

WO # 2187548

A. Jefferson, J. Chase, R. Nelson

Yard | Track 2 West |
Date: 11/28/15 Inspection Crew:
41 Location
42 Switch |.D.#___ 167B
43 Facing Trailing
44 Frog Tread N ¥ Y R
R XN R
45 Frog #
46 Frog Point Condition
QLE)Y R
47 Condition of Frog
YR
48 Surface of Frog
Y R
49 Throat in Inches \:)45

50 Flangeway Depth o
Flangeway Depth must not be less than 1 1/2"

Gage -7 1
51 Main Track - & /{
2 Turnout Track___, 4 /o VA4
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N % R %

Guard Rail Gage nust be [ess than 54 3/8"
54 BacktoBack N___ 79 R__ 7/~
Back to Back must be less than 53 1/8"
54 Condition
~S¥R—
55 Location of Guard Rail (Relation to Point)
S ¥R—

Guard Rail Clamps
56 Main Track

57 Turnout Track
S Y R—

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsaY
:marks on page 3

Turnout Ties
58 Condition
YR
59 Rail Movement
YR
Tie Plates
60 Lead
S)Y R
6TGurad Rail Fiang way
S X¥R—N_"74 R
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

A

N~V -
63 Frog Plates

&¥ R
Bolts /
64 Loose //{_ N/A
65 Missing [ NIA
Rivets (Huck) ~
66 Loose (N/A_~
67 Missing NA_
68 Nuts Missing c’ N/A

69 Cotter Pins Missing (NIAD
70 Washerq; OK Broken Missing

71 Hold Down Devices
R N/A

7 Spring&g;s’igg
S Y RN/

73 Derails
SYR

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

@' ) Difference

75/§9ndition of Line thru entire turnout
(S /‘Y R
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Remarks
Date : _ 11/28/15 Yard: [NEITERE Switch# 167B WO # 2187546
Supie s TR Sy TS - W77 P O

wrohs e o, 3:,'.?5,59@4444/?;# zad

ARy = pre 1222, ﬁ%ﬂ?/’é’ & T
LY, S 3/_'}7}' d (Lol (755/((// LY S 7. &////7/
gnd LA Y T f ','f} ///th IS _Qggre a/ﬁa// foose .
L 707 Lo/ 75 225€

S e Ll L S iy e g ? e s gnd 2ze g

/th"'a/ f/c’/(a/:a/

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance
Y Attention needed

R Immediate attention required or Out of Service




